
chemprene Inc. 483 Fishkill Avenue T    845.831.2800 
  F 845.831.4639 
 Beacon, New York 12508     
      

 
 
 
 
SPECIFICATIONS AND TECHNICAL DATA 
 
Chemprene Specification • 16(7-1)2(34-67)(1S-1).055 Ziplink 
  
Color • Red silicone cover/Black SBR skim 
  
Plies • 2 
  
Weight     lbs/Sq ft          

kgs/m2 
• 1.24  
• 6.05 

  
Available Widths     in                                    

Mm 
• 72 
• 1829 

  
Overall Gauge          in                                   

mm 
• .207 +/- .020 
• 5.26 +/- .51 

  
Recommended 
working tension @ 
2% elongation 

lbs/in 
N/mm 

• 150 
• 26.8 

  
Minimum pulley 
diameter 

in 
mm 

• 4.0 
• 101.6 

  
Temperature range F. 

 
C. 
 

• Max. cover 500F/Carcass 250F 
• Min. cover -100F/Carcass -40F 
• Max. cover 260C/Carcass 121C 
• Min. cover -73/Carcass -40C 
 

  
Meets FDA • No 
  
Compound • Red silicone cover/Black SBR skim 
  
Cover Surface • Red silicone friction 
  
Bottom Surface • Friction 
  
  
  
  
Coefficient of friction 
Steel 
 

Cover 
Bottom 

1.20 
0.60 

 

    

 


